
Options Setting New Standards in Quality...

Quality
There s!more!to!quality!than!simply!powder!coating!a!bin.!With!Vidir!

the!quality!process!starts!with!the!steel.!For!superior!rust!protection
only!Pickle!and!Oil!(P!&!O)!coils!are!used!and!all!structural!
components!are!sandblasted!prior!to!assembly.!All!welded!seams!are!
power!wire!brushed!to!remove!mill!scale!and!all!edges!are!rounded!for!
superior!paint!adhesion

!The!6!step!"!nishing!line!starts!with!1)!acid!wash!to!clean!any!
surface!residue!2)!steel!is!phosphated!to!etch!the!metal!for!superior!
paint!adhesion!and!corrosion!resistance.!3)!rust!preventive!patented!
polymer!sealing!process!4)!oven!dried!at!250ºF!5)!Electrostatic!powder!
coated.!Super!durable!U.V.!stabilized!polyester!powder!coating!is!used!
on!the!exterior!while!a!food!and!fertilizer!grade!epoxy!powder!coating!
is!used!on!the!inside.!All!seams,!inside!and!out!are!double!coated!to!
4-7!mills.!6)!"!nish!is!baked!at!420ºF.

45º Cone
Vidir s!industry!leading!standards!extend!well!beyond!the!construc-

tion!and!"!nishing!of!the!bin.!They!also!include!features!which!make!
the!bin!more!useable.!That s!why!a!generous!45º!bottom!cone!slope!is!
standard.!Whether!you!are!storing!clean!seed,!wet!chaffy!grain!or!fertil-
izer!you ll!have!superior!cleanout!every!time.

The!45º!cone!also!gives!you!a!stronger!bin!
and!more!room!when!positioning!your!unloading!
equipment.!

With!Vidir!you ll!also!appreciate!the!"!xed!
ladder!with!traction!ladder!rungs.!This!ladder!is!
much!more!stable,!so!it!is!easier!and!safer!to!
climb.

With!Vidir!you ll!notice!the!difference!higher!
quality!standards!make!every!time!you!use!the!
bin.

Value
With!Vidir!you!not!only!get!a!higher!standard!of!quality,!you!also!

get!more!standard!features.!In!addition!to!the!superior!"!nish,!45º!
bottom!cone!and!"!xed!ladder!with!traction!rungs!you!also!get!•!rack!
and!pinion!roller!crank!slide!gate!with!24”!of!clearance!to!the!ground!!!!!!!!!!!!
•!side!wall!and!roof!ladders!•!26”!dia.!spring!loaded,!ground!controlled,!
vented!lid!and!3!view!glasses.

With!Vidir s!higher!standard!of!quality!and!extra!standard!features
you!might!expect!to!pay!more!but!you!won t.!Vidir!bins!are!sold!
factory!direct.!Plus!the!streamlined!product!mix!makes!the!factory!more!!!!!!!!
ef"!cient.!And,!superior!quality!and!"!nish!achieved!with!P!&!O!steel!
virtually!eliminates!warantee!claims.!The!savings!are!passed!on!to!you.

With!Vidir!you ll!save!on!the!initial!purchase!price,!you ll!save!with!
the!extra!standard!features!and!you ll!save!in!the!long!term!with!the!
higher!standard!of!quality.

To!save!on!taxes!and!cash!#!ow!ask!about!the!leasing!program.

Skid Foundations: !A!Vidir!steel!skid!foundation!is!about!half!the!
cost!of!concrete.!With!a!skid!foundation!the!bin!is!immediately!usable,!it!
can!be!moved!within!your!yard!and!unlike!concrete!it!can!be!sold!when!it!is!
no!longer!required.

Available!for!all!sizes!of!Vidir!bins.!Single!skid!for!bins!to!2300!bu.,!
Double!skid!for!bins!to!3200!bu.,!Super!Double!for!bins!to!4000!bu.!and!
Super!Heavy!Double!(250!wall)!for!bins!to!5000!bu.

All!skids!require!4!hold!down!anchors!and!a!level,!packed!8”!thick!
gravel!base.!

Cooling, Aeration & Monitoring: !A!full!line!of!accessories!
and!systems!are!available!to!match!your!exact!cooling,!aeration!and!!!
monitoring!requirements.

Inverted!V!Trough!air!system!for!cooling!only,!Factory!installed!in!any!
Vidir!bin.

GG9000!18”!aeration!tube!for!bins!to!2500!bu.!Factory!installed!or!
retro"!t!for!existing!bins.

GG10,000!24”!aeration!tube!for!bins!to!4500!bu.!Factory!installed!or!
retro"!t!for!existing!bins.

GG7000!4 !rocket!aeration!system.!Factory!installed!in!bins!to!3200!bu.
GG7000!6 !rocket!aeration!system.!Factory!installed!in!bins!to!4500!bu.
A!full!line!of!adaptors,!to!match!your!aeration!fan,!fan!mounting!bracket!

for!GG7000!series,!aeration!fans,!stor-max!opi!cable!and!monitors!as!well!
as!14”!mushroom!roof!vents!are!all!available.

Other Options: !•!Manway!in!bottom!cone!•!Manhole!in!roof!!!!!!!!!!!!
•!Grain!boots!in!4”,!6”,!7”,!8”!&!10”!sizes!•!Utility!augers!in!6”,!7”,!8”!&!10”!
dia.!and!11 ,!16 !and!21 !lengths!•!Auger!tabs!•!Roof!ladder!handrails,!wall!
ladder!cages!and!lockable!ladder!gate!•!Inside!ladder!•!Anchor!bolts!and!
on-site!bolt!down!service!•!Factory!installed!or!retro"!t!poke!hole!and!pail!
chute!•!12”!leg!extensions!•!55º!bottom!cone!•!Lift!hooks!-!set!of!4!-!crane-
able!•!Extra!view!glass!on!side!wall!•!SafT"!l!•!Bean!ladders!-!may!also!
require!heavier!roof!•!Hold!down!anchors!•!Interior!powder!coating!can!be!
deleted!on!bins!used!for!grain!storage!only!•!All!bins!are!available!with!4½”!
inset!leg!design!or!outside!perimeter!leg!design!-!your!choice!-!same!top!
quality!-!same!low!price.

Speci! cations:

Model
Bu. Cu. Ft . Imp. Ton M. Tonne

Cone
Slope

Bin
Height**

Auger
Req"d

Steel
Skid Sq. Pad inset leg Rd. pad inset leg Sq. pad perimeter leg Rd. pad - perimeter leg

4870 5729 177 161 45º 39 !10½” 71 available 18 !sq.!x!20”••!!!!!!(20!cu.!yds.) 18 dia.!x!20”••!!!!(15.75!cu.!yds.) 19 !sq.!x!20”••!!!!!(22.30!cu.!yds.) 19 !dia.!x!20”••!!!!!(17.51!cu.!yds.)

15920 4042 4756 147 133 45º 34 !10½” 61 available 17 !sq.!x!18”••!!!!!!(16!cu.!yds.) 17 dia.!x!18”••!!!!(12.62!cu.!yds.) 18 !sq.!x!18”••!!!!!(18!cu.!yds.) 18 dia.!x!18”••!!!!!!(14.15!cu.!yds.)

15915 3214 3781 117 106 45º 29 !10½” 51 available 17!sq.!x!16”••!!!!!!!(14.27!cu.!yds.) 17 dia.!x!16”••!!!!(11.22!cu.!yds.) 18 !sq.!x!16”••!!!!!(16!cu.!yds.) 18 dia.!x!16”••!!!!!!(12.58!cu.!yds.)

15910 2386 2807 87 79 45º 24 !10½” 46 available 17 !sq.!x!14”•!!!!!!!!(12.5!cu.!yds.) 17 dia.!x!14”•!!!!!(9.82!cu.!yds.) 18 !sq.x!14”•!!!!!!!(14!cu!.yds.) 18 dia.!x!14”•!!!!!!!(11!cu.!yds.)

15905 1558 1833 57 51 45º 19 !10½” 41 available 17 !sq.!x!12”•!!!!!!!(10.7!cu.!yds.) 17 dia.!x!12”•!!!!!(8.42!cu.!yds.) 18 !sq.!x!12”•!!!!!!(12!cu.!yds.) 18 dia.!x!12”•!!!!!!!(9.43!cu.!yds.)

14920 3502 4121 127 116 45º 34 !2¾” 61 available 17 !sq.!x!16”••!!!!!!(14.27!cu.!yds.) 17 dia.!x!16”••!!!!(11.22!cu.!yds.) 18 !sq.!x!16”••!!!!!(16!cu.!yds.) 18 dia.!x!16”••!!!!!!(12.58!cu.!yds.)

14915 2776 3266 101 92 45º 29 !2½” 51 available 16 !sq.!x!14”•!!!!!!!(11.10!cu.!yds.) 16 dia.!x!14”•!!!!!(8.70!cu.!yds.) 17 !sq.!x!14”•!!!!!!(12.5!cu.!yds.) 17 dia.!x!14”•!!!!!!!(9.82!cu.!yds.)

14910 2050 2412 74 68 45º 24 !2¾” 46 available 16 !sq.!x!12”•!!!!!!!(9.50!cu.!yds.) 16 dia.!x!12”•!!!!!(7.45!cu.!yds.) 17 !sq.!x!12”•!!!!!!(10.7!cu.!yds.) 17 dia.!x!12”•!!!!!!!(8.42!cu.!yds.)

14905 1324 1558 48 43 45º 19 !2¾” 41 available 16 !sq.!x!10”•!!!!!!!(7.90!cu.!yds.) 16 dia.!x!10”•!!!!!(6.21!cu.!yds.) 17 !sq.!x!10”•!!!!!!(8.92!cu.!yds.) 17 dia.!x!10”•!!!!!!!(7.01!cu.!yds.)

1220 2321 2730 84 77 55º 34 60 available 13 6”!sq.!x!14”•!!!!(7.88!cu.!yds.) 13 6”dia.!x!14”•!!(6.20!cu.!yds.) 14 6”!sq.!x!14”•!!!(9.09!cu.!yds.) 14 6”dia.!x!14”•!!!!(7.14!cu.!yds.)

1215 1871 2178 68 61 55º 29 51 available 13 6”!sq.!x!12”•!!!!(6.75!cu.!yds.) 13 6”dia.!x!12”•!!(5.31!cu.!yds.) 14 6”!sq.!x!12”•!!!(7.80!cu.!yds.) 14 6”dia.!x!12”•!!!!(6.12!cu.!yds.)

1210 1371 1612 50 45 55º 24 41 available 13 6”!sq.!x!10”•!!!!(5.63!cu.!yds.) 13 6”dia.!x!10”•!!(4.42!cu.!yds.) 14 6”!sq.!x!10”•!!!(6.50!cu.!yds.) 14 6”dia.!x!10”•!!!!(5.10!cu.!yds.)

1205 890 1047 33 30 55º 19 36 available 13 6”!sq.!x!8”•!!!!!!(4.50!cu.!yds.) 13 6”dia.!x!8”•!!!!(3.54!cu.!yds.) 14 6”!sq.!x!8”•!!!!!(5.20!cu.!yds.) 14 6”dia.!x!8”•!!!!!!(4.10!cu.!yds.)

9620 1397 1643 32.88 29.83 55º 31 available 11 !sq.!x!14”•!!!!!!!(5.23!cu.!yds.) 11 dia.!x!14”•!!!!!!(4.11!cu.!yds.) 12 !sq.!x!14”•!!!!!!(6.23!cu.!yds.) 12 dia.!x!14”•!!!!!!!(4.90!cu.!yds.)

9615 1096 1289 28.7 23.4 55º 26 available 11 !sq.!x!12”•!!!!!!!(4.50!cu.!yds.) 11 dia.!x!12”•!!!!!!(3.53!cu.!yds.) 12 !sq.!x!12”•!!!!!!(5.34!cu.!yds.) 12 dia.!x!12”•!!!!!!!(4.20!cu.!yds.)

9610 794 935 18.7 16.97 55º 21 available 11 !sq.!x!10”•!!!!!!!(3.75!cu.!yds.) 11 dia.!x!10”•!!!!!!(2.94!cu.!yds.) 12 !sq.!x!10”•!!!!!!!4.45!cu.!yds.) 12 dia.!x!10”•!!!!!!!(3.50!cu.!yds.)

9605 493 580 11.61 10.54 55º 16 available 11 !sq.!x!8”•!!!!!!!!!(3.00!cu.!yds.) 11 dia.!x!8”•!!!!!!!!(2.35!cu.!yds.) 12 !x!12 !x!8”•!!!!!!(3.56!cu.!yds.) 12 dia.!x!8”•!!!!!!!!!(2.80!cu.!yds.)

*  Capacity based on 62 lbs./cu.ft.
** Add 5” to height for steel skid foundation; add approximately 2” to height for bins with perimeter leg design.
   Concrete foundations - set 2/3 of concrete below grade.
   All concrete to be 3500 psi strength or better.
•  Use 1 layer of 25 mil (1/2”) re-bar 1 foot on center both ways.
•• Use 2 layers of 25 mil (1/2”)re-bar 5” down from top and 6” up from bottom.
    Round concrete bases also require re-bar around the perimeter.

Capacity* Concrete Foundation - Inset Leg Concrete Foundation - Perimeter Leg


